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TABLE Existing-01
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Newark Boulevard to McDonald Avenue
NOTES: Ruschin Drive Project - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1100 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 51.14

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing-02
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - McDonald Avenue to Project Driveway
NOTES: Ruschin Drive Project - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 500 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 47.72

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing-03
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Project Driveway to Rosewood Drive
NOTES: Ruschin Drive Project - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 500 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 47.72

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing-04
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Rosewood Drive to Lafayette Avenue
NOTES: Ruschin Drive Project - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 800 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 49.76

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing-05
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: McDonald Avenue - Ruschin Drive to Cedar Boulevard
NOTES: Ruschin Drive Project - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 600 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 48.51

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing-06
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Lafayette Avenue - Newark Boulevard to Ruschin Drive
NOTES: Ruschin Drive Project - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1600 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 52.77

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing-07
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Lafayette Avenue - Ruschin Drive to Cedar Boulevard
NOTES: Ruschin Drive Project - Existing

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1600 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 52.77

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing + Project-01
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Newark Boulevard to McDonald Avenue
NOTES: Ruschin Drive Project - Existing + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1500 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 52.49

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing + Project-02
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - McDonald Avenue to Project Driveway
NOTES: Ruschin Drive Project - Existing + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1100 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 51.14

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing + Project-03
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Project Driveway to Rosewood Drive
NOTES: Ruschin Drive Project - Existing + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 800 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 49.76

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing + Project-04
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Rosewood Drive to Lafayette Avenue
NOTES: Ruschin Drive Project - Existing + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1100 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 51.14

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing + Project-05
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: McDonald Avenue - Ruschin Drive to Cedar Boulevard
NOTES: Ruschin Drive Project - Existing + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 800 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 49.76

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing + Project-06
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Lafayette Avenue - Newark Boulevard to Ruschin Drive
NOTES: Ruschin Drive Project - Existing + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1700 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 53.03

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Existing + Project-07
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Lafayette Avenue - Ruschin Drive to Cedar Boulevard
NOTES: Ruschin Drive Project - Existing + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1700 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 53.03

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative No Project-01
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Newark Boulevard to McDonald Avenue
NOTES: Ruschin Drive Project - Cumulative No Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1100 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 51.14

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative No Project-02
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - McDonald Avenue to Project Driveway
NOTES: Ruschin Drive Project - Cumulative No Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 500 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 47.72

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative No Project-03
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Project Driveway to Rosewood Drive
NOTES: Ruschin Drive Project - Cumulative No Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 500 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 47.72

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative No Project-04
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Rosewood Drive to Lafayette Avenue
NOTES: Ruschin Drive Project - Cumulative No Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 800 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 49.76

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative No Project-05
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: McDonald Avenue - Ruschin Drive to Cedar Boulevard
NOTES: Ruschin Drive Project - Cumulative No Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 600 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 48.51

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative No Project-06
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Lafayette Avenue - Newark Boulevard to Ruschin Drive
NOTES: Ruschin Drive Project - Cumulative No Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1900 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 53.51

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative No Project-07
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Lafayette Avenue - Ruschin Drive to Cedar Boulevard
NOTES: Ruschin Drive Project - Cumulative No Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1900 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 53.51

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative + Project-01
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Newark Boulevard to McDonald Avenue
NOTES: Ruschin Drive Project - Cumulative + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1500 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 52.49

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative + Project-02
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - McDonald Avenue to Project Driveway
NOTES: Ruschin Drive Project - Cumulative + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1100 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 51.14

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative + Project-03
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Project Driveway to Rosewood Drive
NOTES: Ruschin Drive Project - Cumulative + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 800 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 49.76

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative + Project-04
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Ruschin Drive - Rosewood Drive to Lafayette Avenue
NOTES: Ruschin Drive Project - Cumulative + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 1100 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 51.14

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative + Project-05
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: McDonald Avenue - Ruschin Drive to Cedar Boulevard
NOTES: Ruschin Drive Project - Cumulative + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 800 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 49.76

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative + Project-06
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Lafayette Avenue - Newark Boulevard to Ruschin Drive
NOTES: Ruschin Drive Project - Cumulative + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 2100 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 53.95

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL




TABLE Cumulative + Project-07
FHWA ROADWAY NOISE LEVEL ANALYSIS

RUN DATE: 06/12/2014
ROADWAY SEGMENT: Lafayette Avenue - Ruschin Drive to Cedar Boulevard
NOTES: Ruschin Drive Project - Cumulative + Project

* * ASSUMPTIONS * *

AVERAGE DAILY TRAFFIC: 2100 SPEED (MPH): 25 GRADE: .5
TRAFFIC DISTRIBUTION PERCENTAGES
DAY EVENING NIGHT
AUTOS
75.51 12.57 9.34
M-TRUCKS
1.56 0.09 0.19
H-TRUCKS
0.64 0.02 0.08
ACTIVE HALF-WIDTH (FT): 6 SITE CHARACTERISTICS: SOFT

* * CALCULATED NOISE LEVELS * *
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) = 53.95

DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL
70 CNEL 65 CNEL 60 CNEL 55 CNEL







Existing

Center-line to 70 Center-line to 65 Center-line to 60 CNEL (dBA) 50 feet

Roadway Segment ADT CNEL (feet) CNEL (feet) CNEL (feet) from Centerline of
Outermost Lane
Ruschin Drive - Newark Boulevard to McDonald Avenue 1,100 <50 <50 <50 51.1
Ruschin Drive - McDonald Avenue to Project Driveway 500 <50 <50 <50 47.7
Ruschin Drive - Project Driveway to Rosewood Drive 500 <50 <50 <50 47.7
Ruschin Drive - Rosewood Drive to Lafayette Avenue 800 <50 <50 <50 49.8
McDonald Avenue - Ruschin Drive to Cedar Boulevard 600 <50 <50 <50 48.5
Lafayette Avenue - Newark Boulevard to Ruschin Drive 1,600 <50 <50 <50 52.8
Lafayette Avenue - Ruschin Drive to Cedar Boulevard 1,600 <50 <50 <50 52.8

Existing + Project

Center-line to 70 Center-line to 65 Center-line to 60 CNEL (dBA) 50 feet Increase from

Roadway Segment ADT CNEL (feet) CNEL (feet) CNEL (feet) from Centerline of Basejh.ne
Outermost Lane Conditions
Ruschin Drive - Newark Boulevard to McDonald Avenue 1,500 <50 <50 <50 52.5 14
Ruschin Drive - McDonald Avenue to Project Driveway 1,100 <50 <50 <50 51.1 34
Ruschin Drive - Project Driveway to Rosewood Drive 800 <50 <50 <50 49.8 2.1
Ruschin Drive - Rosewood Drive to Lafayette Avenue 1,100 <50 <50 <50 51.1 13
McDonald Avenue - Ruschin Drive to Cedar Boulevard 800 <50 <50 <50 49.8 1.3
Lafayette Avenue - Newark Boulevard to Ruschin Drive 1,700 <50 <50 <50 53.0 0.2
Lafayette Avenue - Ruschin Drive to Cedar Boulevard 1,700 <50 <50 <50 53.0 0.2

Cumulative No Project

Center-line to 70 Center-line to 65 Center-line to 60 CNEL (dBA) 50 feet

Roadway Segment ADT CNEL (feet) CNEL (feet) CNEL (feet) from Centerline of
Outermost Lane
Ruschin Drive - Newark Boulevard to McDonald Avenue 1,100 <50 <50 <50 51.1
Ruschin Drive - McDonald Avenue to Project Driveway 500 <50 <50 <50 47.7
Ruschin Drive - Project Driveway to Rosewood Drive 500 <50 <50 <50 47.7
Ruschin Drive - Rosewood Drive to Lafayette Avenue 800 <50 <50 <50 49.8
McDonald Avenue - Ruschin Drive to Cedar Boulevard 600 <50 <50 <50 48.5
Lafayette Avenue - Newark Boulevard to Ruschin Drive 1,900 <50 <50 <50 53.5
Lafayette Avenue - Ruschin Drive to Cedar Boulevard 1,900 <50 <50 <50 53.5

Cumulative + Project

Center-line to 70 Center-line to 65 Center-line to 60 CNEL (dBA) 50 feet Increase from

Roadway Segment ADT CNEL (feet) CNEL (feet) CNEL (feet) from Centerline of Basejh.ne
Outermost Lane Conditions
Ruschin Drive - Newark Boulevard to McDonald Avenue 1,500 <50 <50 <50 52.5 14
Ruschin Drive - McDonald Avenue to Project Driveway 1,100 <50 <50 <50 51.1 34
Ruschin Drive - Project Driveway to Rosewood Drive 800 <50 <50 <50 49.8 2.1
Ruschin Drive - Rosewood Drive to Lafayette Avenue 1,100 <50 <50 <50 51.1 13
McDonald Avenue - Ruschin Drive to Cedar Boulevard 800 <50 <50 <50 49.8 1.3
Lafayette Avenue - Newark Boulevard to Ruschin Drive 2,100 <50 <50 <50 53.9 0.4

Lafayette Avenue - Ruschin Drive to Cedar Boulevard 2,100 <50 <50 <50 53.9 0.4
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