### SIGN SCHEDULE - McDonald's Signage

<table>
<thead>
<tr>
<th>NO.</th>
<th>DESCRIPTION</th>
<th>ILLUM.</th>
<th>AREA</th>
<th>QUANT.</th>
<th>TOTAL</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>CHANNEL LETTERS</td>
<td>Y</td>
<td>32.8</td>
<td>2</td>
<td>65.6</td>
</tr>
<tr>
<td>B</td>
<td>CHANNEL ANCH</td>
<td>Y</td>
<td>14.0</td>
<td>4</td>
<td>56.0</td>
</tr>
<tr>
<td>C</td>
<td>&quot;WELCOME&quot; LETTERS</td>
<td>N</td>
<td>3.0</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>D</td>
<td>WINDOW BANNER</td>
<td>N</td>
<td>1</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>E</td>
<td>WINDOW BANNER</td>
<td>N</td>
<td>1</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>F</td>
<td>D.P.O MENU BOARD</td>
<td>Y</td>
<td>80.0</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>G</td>
<td>C.O.D. CARRY SIGN</td>
<td>Y</td>
<td>2</td>
<td>2</td>
<td></td>
</tr>
<tr>
<td>H</td>
<td>D.P.O PNEUSEL</td>
<td>Y</td>
<td>1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>I</td>
<td>GATEWAY CLEARANCE SIGN</td>
<td>N</td>
<td>2</td>
<td></td>
<td></td>
</tr>
<tr>
<td>J</td>
<td>ROLLARD</td>
<td>N</td>
<td>1</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>K</td>
<td>DIRECTIONAL</td>
<td>Y</td>
<td>3</td>
<td></td>
<td></td>
</tr>
<tr>
<td>L</td>
<td>ADDRESS</td>
<td>N</td>
<td>1</td>
<td>1</td>
<td></td>
</tr>
<tr>
<td>M</td>
<td>MONUMENT</td>
<td>Y</td>
<td>25.0</td>
<td>1</td>
<td>25.0</td>
</tr>
</tbody>
</table>

**TOTAL SQ. FOOTAGE = 146.6**

### Maximum Signage Allowed:

201'-6" X 210.5 SQUARE FEET ALL SIGNS
**Non-Illuminated Freestanding Flat Cut Out Letters**

- **Specifications:**
  - **Letters:** Flat cut out aluminum painted black with gray vinyl inset on face.
  - **Mount:** Aluminum painted black mounted to awning support with 1/4-20 self drilling screws four (4) places.

**Single Face Non-Illuminated Window Position Panel w/Mounting Bracket**

- **Specifications:**
  - **Letters:** Pigmented ABS to match PMS #425C with screened white copy.
  - **Mounting Bracket:** 1" x 1" steel angle and plate painted black.

---

**EXHIBIT A**
CUSTOM FABRICATED NON-ILLUMINATED ADDRESS NUMBERS

Quantity: One (1) Required

Scale: 1/8" = 1'-0"

SPECIFICATIONS:

- NUMBERS:
  1" DEEP NON-ILLUMINATED ALUMINUM REVERSE CHANNEL ADDRESS NUMBERS, .080" RETURNS & .080" FACES TO MATCH BRUSH ALUMINUM

TYPICAL SECTION DETAIL

SCALE: NTS
NEW D/F ILLUMINATED CABINET AND SHRUD FOR EXISTING PIPE SUPPORT

**Specifications:**
- **Cabinet:** Custom fabricated aluminum painted McDonald's red (PMS #1785C)
- **Faces:** .125 aluminum painted McDonald's red (PMS #1795C) routed out for arch
- **Arch:** Vacuum formed sabot yellow Lexan
- **Illumination:** Warm white LED’s
- **Shroud:** .063 aluminum painted Benjamin Moore “Earthly Russet” with fine stucco finish

**Notes:**
- Job check required before fabrication
- Remove and junk fence around existing sign

NEW D/F ILLUMINATED CABINET AND SHRUD FOR EXISTING PIPE SUPPORT

**Existing Double Face Monument (7'-0" w. x 5'-0" h. / 28.0 Sq. Ft.)**

**Scale:** n.s

**Project:** McDonald’s

**Address:** 35152 Newark Blvd., Newark, CA

**Account Manager:** Mike Rathsam

**Designer:** L. Ramirez 3.6.6

**Scale:** n.s

**Design:** AB NOTED/Design No.16-01-2611-04-P

**Date:** 07/11/16

**Review:**
- 8/9/2011 LG Add sign...more proximity...read, add address Ph. A non-directional
- 8/9/2011 LG PS.6.6/8/11 LR Now echo & lower sign (see 8/5/11)
- 8/9/2011 LG PS.9.28 sq (LJ)
- 8/9/2011 LG PS.6.6/8/11 LR (now site plan) (7/14)

**Approvals:**
- For Job Check Date
  - Aust. Mgr.
- For Construction Date
  - Aust. Mgr.
- Design
  - Production
- For Install Date
  - Aust. Mgr.
** ALL FOOTINGS BY THE GENERAL CONTRACTOR **
(for signs on this page)
**ALL FOOTINGS BY THE GENERAL CONTRACTOR**

(for signs on this page)

**NEW LED ILLUMINATED DOUBLE FACE DIRECTIONAL**

Quantity: Two (2) Required

**NEW LED ILLUMINATED DOUBLE FACE DIRECTIONAL**

Quantity: One (1) Required

Note to All Contractors:

120 Volts

This sign is intended to be installed in accordance with the requirements of Article 680 of the National Electrical Code and/or other applicable local codes. This includes proper grounding and bonding of the sign. All penetrations to be sealed with UL Listed silicone sealant.